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Owner’s Manual and Warranty

Congratulations on your decision to purchase an
Ahrens Field Bin
We thank you for choosing an Ahrens product and want to assure you of our continuing
interest in the performance of your field bin and your ongoing satisfaction.
Please note that all information, illustrations and specifications in this Owner’s Manual are
based on the latest product information available at the time of printing.
Ahrens reserves the right to make changes at any time without notice and without incurring
any obligation. It is your responsibility to inspect and maintain your field bin regularly.
It is important to notify us immediately of any suspected problems. If you do not comply with
our initial instructions, your warranty may be void. Unreported problems can cause further
damage and may VOID YOUR WARRANTY.

Compliance Statement

During the course of equipment design, Ahrens has conducted the appropriate hazard
identification and risk assessment testing on the equipment offered for sale.
Where hazards have been detected, risk control measures have been incorporated into the
equipment (where found necessary).
The hazard identification and risk assessments are relevant to the equipment being used in a
normal “typical” manner, in accordance with this manual and within the agricultural industry.
Inherent risks do exist when using machinery in the agricultural industry therefore this
compliance statement is reliant upon the trained operator reading and fully understanding this
operating and safety document.
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Safety Around Field Bins
Information to be aware of before using field bin
Your investment must be maintained and utilised correctly for effective, ongoing
performance.
• Read identification plate to confirm field
bin capacity before using.
• Do not fill with products not designed
for this bin as damage or injury may
occur. See warning sticker on field bin
for product your field bin has been
constructed to be filled with.
• Do not climb into field bin under any
circumstance. Base man-hole is for
cleaning out field bin only. Under no
circumstances should the man-hole be
opened when the auger is operating.
• Children should be supervised at all times
when in the vicinity of the field bin and
at no time should children be permitted
to enter the field bin. You are solely
responsible for preventing access to the
field bin by unauthorised persons or
children.
• No passengers or bystanders, including
children, whether using in-field application
or transport.

never attempt to lower field bin off towing
position if you have inadvertently put grain
in bin. Empty completely first.
•

Make sure base clean-out chute and base
manhole cover are closed before filling.

•

Always replace any damaged wheels or
tyres with better quality and condition
than, or equal to, what was originally
fitted.

•

Field bin is a ‘confined space’ - refer to
Australian Standard 2865 (‘Safe working
in a confined space’) and local OHS&W
requirements.

•

This is not a pressurised sealed
storage field bin and as such is not
recommended to be used for longterm storage of commodities.

•

Keep clear of telescopic shaft, main drive
shaft and discharge auger at all times whilst
the field bin and tractor are operating.

•

Failure to do this could result in either bodily
or clothing contact whilst it is operating,
resulting in severe injury.

• Beware of crush points.
• Beware of overhead power lines.
• Refer to your state’s Road Gazette for
maximum towing speed. Reduce towing
speed on uneven road surfaces.

Field bin modification
•

Do not make any modifications to the field
bin. Under no circumstances should the auger
guarding be removed or modified.

• It is the operator’s responsibility to ascertain
and obtain the appropriate permits
specific to your location and routes to be
travelled.
• Do not fill Field Bin whilst wheels are in
transport position (ready for towing) and

Making our mark on rural Australia

4

Warning Notices
Summary of warning signs to ensure safe, sensible grain storage

OVERSIZE
!
WARNING
THIS FIELD BIN IS CONSTRUCTED
FOR GRAIN USE ONLY

THE SAFE WORKING LOAD IS
RATED FOR WHEAT TONNAGE

DANGER

DANGER

CONFINED SPACE-

VENTILATE
BEFORE ENTRY

ENTER ONLY WHEN
CONTAINER EMPTY
CONFINED SPACES SAFETY
PROCEDURE
MUST BE FOLLOWED

IMPORTANT

WARNING
•

INCORRECT USE MAY RESULT IN SERIOUS INJURY.

•

TAKE CARE WHEN USING OR MOVING THIS UNIT.

•

READ THESE GUIDELINES FOR YOUR OWN SAFETY AND THE SAFETY
OF OTHERS.

Before using this equipment you should be aware of your responsibilities. Do not
enter this field bin.
Improper removal of wheels from this unit may cause injury.
Disconnect tension spring first.

‘CAUTION’
KEEP CLEAR OF LIFTING HANDLE UNDER SPRING TENSION
DISCONNECT SPRING WHEN REMOVING WHEEL.

‘IMPORTANT’
TO REMOVE WHEEL YOU MUST ENSURE THAT
EITHER SPRING IS NOT UNDER TENSION OR
SAFETY CATCH IS ENGAGED AND LIFT HANDLE
IS REMOVED
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OBEY TOWING RULES
Refer to and obey your local Statutory towing requirements.

STORAGE
Unit is a ‘confined space’ - refer to Australian Standard (Safe working
in a confined space) and local occupational health safety and welfare
requirements.
This is not a sealed unit. It is not to be used for long-term storage.
Do not store materials in here for more than 3 months.

PLACEMENT OF UNIT
•

Place unit on the soft level ground that is as flat as practically
possible.

•

Do not place unit on hard compacted surfaces, rocky outcrops
or depressions.

•

Before filling ensure that:

Also before you tow:
•

Beware of overhead power lines.

•

Check that all wheel nuts are tight.

•

Drawbar safety chains must be attached to towbar.

•

Wheels must be lowered with the handles locked in the handle retainers (when
raising or lowering wheels make sure that operators and bystanders keep
clear of the arc of travel of the handles.

•

‘Oversize’ signs must be clearly visible from the front and rear of this unit.

•

Use safety flags at the side extremes of the unit.

•

Secure roof door handles

•

Close centre fill lid.

•

Drawbar easy-lifter must be in the raised position.

•

Do not allow anyone to ride on the unit while it is being towed.

- base ring is in full contact with the ground
- base manhole cover is in position and secured
- wheels are raised
•

Unit may turn over in strong winds. Make sure this empty unit is
stored in a sheltered area.

IF YOU PURCHASE A PTO
For new units you should process 3-5 tonnes of grain through the unit
to polish the barrel and flight (If you don’t, the auger may stall and
damage will occur).
NOTE: To reduce the risk of injury, all guards must be in place when
unit is in use.
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Operating Instructions - Preparing for Transport
1. Remove lifting handle from carrying position. Insert removable handle into wheel lever of
axle box assembly (see picture).
2. Standing behind handle, push slightly down and pull cable to disengage axle box
safety lock.
3. Move to side of handle. Place one hand on handle, the other on field bin upright near
front of axle box.
4. Pull handle until over centre and then push down on handle with help of hand on upright.
When handle is completely down, engage locking device on axle box and remove lifting
handle.
5. Repeat above procedure on the opposite side of field bin.
6. Always put handle back in carrying position.

Field bin upright

Cable

Axle box safety lock

Locking device (pin)

Wheel lever

Lifting handle

Axle box assembly - in transport position.
Warning - Do not leave lifting handle on wheel lever.
Ezylift Drawbar instructions where applicable.
• Ensure that bin wheels are in the towing
position.
•
• Reverse vehicle to tow hitch.
• Remove pin on end of drawbar.
•
• Hook drawbar onto tow hitch.
• Slide lifting handle onto the pin and hook
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onto chain.
Pull handle across to raise drawbar then
slide pin back into position.
Ensure drawbar pin and sliding handle are
secured with pin.
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Operating Instructions - Preparing for Fill
1. Place removable handle onto wheel lever of axle
box assembly.
2. Disengage locking device on axle box assembly.
3. Standing side on to handle, slowly lift (it should
come easily).
4. When handle stops (about 45° degrees) stand behind handle and push down until axle box safety
lock is engaged.

CAUTION
BEFORE FILLING, RETRACT WHEELS AND
ENSURE THAT BIN IS SITTING ON EVEN
GROUND

KEEP CLEAR
OF LIFTING HANDLE PATH WHILST UNDER SPRING TENSION.

5. Remove lifting handle.
6. Repeat the above procedure on opposite side of
field bin.
7. Always put handle back in carrying position.
Field bin upright

Cable

Axle box safety lock

Lifting handle

Wheel lever

Locking device (pin)

Axle box assembly - lowered & safety catch engaged
Warning - Do not leave lifting handle on wheel lever
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Operating Instructions - Removing Wheels
(In transport position)

If the wheel needs to be taken off the bin, the safest way is to remove it while it is in the travel
position using the following method:
1. Place opposite side of the bin on the ground by lowering off its wheel to help stabilise Field bin.
2. Position jack under bottom ring immediately in line with wheel being removed.
3. Loosen wheel nuts.
4. Lift jack until wheel is clear of the ground.
5. Remove nuts and take wheel off.
6. Replace wheel and fit nuts.
7. Lower jack until wheel is on the ground.
8. Tighten wheel nuts.
9. Remove jack.
SAFETY NOTICE
When the safety catch is engaged and wheel is removed, NEVER
attempt to release safety catch or remove spring.
This practice can lead to serious injury or death.
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Operating Instructions - Opening & Closing Roof Doors
Opening roof doors:
• Place hand on spring loaded handle and pull down. Remove R-clip first and then handle
from under upper-base ring.
• Place both hands towards bottom of lift handle (stand behind handle).
• Pull handle back towards you on slight angle.
• Walk forward, pushing handle upwards.
• When lid is over centre, take the weight of the door to prevent hitting the roof by lifting
the pole.
• Position handle in behind diagonal stay with spring loaded handle engaged under top
base ring.
• Replace R-clip.
Repeat above procedure to open opposite side door.
Closing field bin filling roof doors:
• Disengage spring loaded handle and remove R-clip from under top-base ring and remove
from behind diagonal stay.
• Place both hands towards bottom of lift handle (stay behind handle).
• Position yourself behind handle and walk forward, pushing handle upwards.
• When over centre, ease down to closed position.
• Lock handle back down under top base ring.
• Replace R-clip.
Repeat above procedure to close opposite side door.
SAFETY NOTICE
Be aware of strong winds whilst carrying out the above procedure.
Try and position bin so it is not fully affected by wind conditions.
Pushing directly against the wind may cause injury.
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Operating Instructions - Connecting Drive Shaft
(PTO Models Only)

Ensure before connecting that the field bin drawbar is connected to the tractor:
1. Position tractor in front of field bin drawbar.
2. Engage park brake and switch off engine.
3. Remove PTO cover from tractor.
4. Remove PTO drive shaft on field bin from carrier.
5. Connect Field Bin drive shaft to tractor PTO ensuring retaining pin is correctly engaged.
6. Once all guards and guard chains have been fitted correctly, enter the tractor and start the
engine and engage PTO drive.
7. Upon completion of operation, re-enter tractor, disengage PTO and switch off engine.
8. Disconnect drive shaft from tractor PTO and place back in carrier.
Important
• Ensure all safety covers are in place and correctly tethered before operation.
• Keep clear of field bin whilst operating auger.
• Ensure when filling field bin it is not filled above the capacity level shown on the
compliance plate.
• PTO Maintenance: Please refer to the Manufacturer’s instruction manual as supplied with
the PTO shaft.

Tractor PTO Guard

Tractor PTO Shaft
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Gravity/Combi bins - Unloads System
1. Place auger in bottom hopper.
2. Open discharge gate.
3. Start auger and put into gear.
4. Regulate flow with trap door handle and door retainer as required.

Trap Door Handle

Door Retainer

Slide Grate

Hopper
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5 Year Warranty
Ahrens Group Pty Ltd (Ahrens) warrants the product against defects in material and/or workmanship for a period of 5 (five)
years from the date of supply. The liability of Ahrens under this warranty is set out below.
RIGHTS OF CONSUMERS UNDER THE AUSTRALIAN CONSUMER LAW
1.

Clause 2 applies to You if:
the amount paid or payable for product did not exceed $40,000 (except where the product is not of a kind ordinarily
acquired for personal, domestic or household use, and Ahrens has limited its liability in a manner permitted by the
Australian Consumer Law, in which case Your rights are limited to that extent);

2.

Ahrens products come with guarantees that cannot be excluded under the Australian Consumer Law. You are entitled to
a replacement or refund for a major failure and compensation for any other reasonably foreseeable loss or damage. You
are also entitled to have the goods repaired or replaced if the goods fail to be of acceptable quality and the failure does
not amount to a major failure.

3.

The benefits given to you by this warranty are in addition to other rights and remedies you may have under a law in
relation to the product.

LIMITATIONS AND QUALIFICATIONS
4.

Subject to Ahrens’ obligations under applicable laws which cannot be excluded, modified, or restricted under law,
including as described in clauses 2 and 3:
(a) This warranty is conditional upon:
(i) Ahrens being notified of any defect within 1 (one) month of the defect becoming apparent and, in any
event, prior to the end of the warranty period.
(ii) Quotation of the Purchase Order Number.
(b) Warranty shall apply, provided the following conditions are met:
(i) Regular maintenance has been carried out in accordance with relevant document.
(ii) Where payment has been received in full.
(c) Warranty shall not apply in the event of any of the following situations:
(i) Misuse or abuse of the product.
(ii) Accidental or malicious damage to the product.
(iii) Natural disaster (including without limitation fire, flood & cyclone) or force majeure.
(iv) Damage from vegetation or root intrusion.
(v) Damage caused by vermin, pest or livestock.
(vi) Corrosion or fading of the product exterior or any other components, accessories, fittings or fixings caused
by adverse environmental conditions or due to the presence of unauthorised fittings or fixtures (e.g. electrolysis
due to dissimilar metals).
(vii) Unauthorised modifications, alterations and/or additions to the product or its fittings or any damage caused
by such modifications, alterations and/or additions.
(viii) Other non-workmanship issues.

Subject to 4(a), (b) and (c), if a claim is made under this warranty Ahrens will, at its sole discretion, either repair or replace the
product if due to a fault in material and/or workmanship within the warranty period.
The terms and conditions set out in this warranty constitute the entire agreement between Ahrens and the owner with respect
to their subject matter. This warranty will not be superseded, amended, diminished, replaced, excluded, omitted or otherwise
affected by any other terms and conditions whatsoever without the express written permission of the Managing Director of
Ahrens.
The benefits conferred by this warranty are in addition to all rights and remedies granted by law provided that, to the extent
permitted by law, Ahrens excludes any other warranties and conditions (expressed or implied) in relation to the product,
including (without limitation) any warranty relating to its description, quality or fitness for purpose. Where Ahrens’s liability
may be limited by law, Ahrens’s liability in relation to any defect in, or supply of, the product is limited, at its sole option, to the
repair of the product, the replacement of the product or the cost of the replacement or repair of the product.
To the maximum extent permitted by law, Ahrens is not responsible for any direct, indirect, special, incidental or consequential
losses or damages resulting from any breach of warranty or condition or any defect in the product.
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Owner’s Responsibility/Maintenance
Placement of Unit
• It is essential that the entire footprint of the base ring is in constant contact with the surface.
Failure to do so can distort the side wall of the field bin and, at the discretion of Ahrens, void
the warranty.
• Before filling ensure that the base ring is in full contact with the ground; wheels are raised;
and base manhole cover is in position and secure.
• Unit may turn over in strong winds. Make sure the empty unit is stored in a sheltered area or
adequately secured.
Storing materials in a field bin for more than 3 months may have detrimental effects
on product quality.
Maintenance
Regular Maintenance of your field bin is recommended and will extend its life.
Conduct a pre-season and daily walk around the field bin to ensure its structural integrity. Check
rivets, Tek screws, bolts, welds and guards.
To reduce issues with your field bin, the following should be inspected and maintained regularly:
• Hinges
• Lifting handle
• Spring hook/eye
• Greasing axle box nipples
• Checking all welds for fatigue
• Checking wall rivets and Tek screws are still fully secure and not broken
• Checking bolts holding PTO bin auger stays and stay cradle are tight
• Tension wheel nuts
• Ensuring correct tyre pressures
• Checking wheel bearings
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